
BCBC Type B Type C 9.5mm Type C 12.5 mm Type-C 4.75mm
WT ( lb/ft3) 153.15 150.8 148.7 150.95 143.6

DEPTH (in) DEEP LIFT TYPE B TYPE- C TYPE-C Type-C
0.50 35.87 35.33 37.14
0.75 23.91 23.55 24.76
1.00 17.41 17.68 17.93 17.67 18.57
1.25 13.93 14.15 14.35 14.13 14.86
1.50 11.61 11.79 11.96 11.78 12.38
1.75 9.95 10.10 10.25 10.09 10.61
2.00 8.71 8.84 8.97 8.83 9.29
2.25 7.74 7.86
2.50 6.96 7.07
3.00 5.80 5.89
3.50 4.97 5.05
4.00 4.35 4.42
4.50 3.87 3.93
5.00 3.48 3.54
5.50 3.17 3.22
6.00 2.90 2.95
6.50 2.68 2.72
7.00 2.49 2.53
7.50 2.32 2.36
8.00 2.18 2.21
8.50 2.05 2.08

NOTES:

2) Unless otherwise directed by Materials & Research, 9.5mm Typce 'C' Hot-Mix is to be used.

Sample Calculation:
The design is for a 1 mile long pavement, 24 feet wide, and 2 inches of Type C Hot-Mix.

[(5280 ft) x (24 ft)] / 9 ft2 per yd2 = 14080 yd2

Using the above chart, for Type C 9.5 mm Hot-Mix @ 2 inches, the value is 8.99 yd2 per ton.

14080 yd2 / 8.99 yd2 per ton = 1566.18 tons of Type C Hot-Mix
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1) Square yard coverage is based upon 93 % compaction that has 100% Pay Factor under QA/QC spec.


